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Quick Guide to StylesClick on the image to go to our webstorer click on the $/le Numberto see
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Style 1 Style 21 Style 9 Style 9B Style 29 Style 29B
Standard rectangular | Standard Semimicro Semimicro Semimicro | Semimicro Self
Pg6 Rectangular, Sef Masking | with stopper | Masking with stopper
Sopper Pg7 Pg8 Pg8 Pg9 Pg 9
@ r# m E
Style 18 Style 18B Style 28 Style 28B Style 16 Style 26
Micro Cell Micro Cell Micro Cell with Micro Cell SubMicro Low Head Space Cel
Pgl0 SelfMasking stopper stopper Self | Cell thermal melt
Pg10 Pgll MaskingPg SelfMasking | Pg13
11 Pgl2
Q i -"R
m
Style 17 Style 17B Style 19 Style Gl:14 Style GL Style 20/C
Micro Cell Short Micro Cell Short Ultra-Micro Cell Screw Cap 14B Short Path Length
Pgu Self Masking Pgu Cell Screw Cap | Demountable
Pg 14 Absorbance | AbsorbSelf | Pg16
Pg15 Masking

Shop.Spectrecology.com Free Shipping UPS ground&pectreology.com

Money Back Guarantee
*** Miniature fiber optic spectrometers, UWIS, NIR and IR, chemical sensors & more **

72.230.1697

info@spectrecology.com



http://www.shop.spectrecology.com/
http://www.spectrecology.com/
mailto:info@spectrecology.com
http://www.shop.spectrecology.com/28B-Q-Style-Quartz-Cuvette-Stopper-self-mask-micro-Absorbance-28B-Q.htm
http://www.shop.spectrecology.com/18B-Style-Quartz-Self-Masking-Cuvette-Open-Top-Micro-Absorbance-18B-Q.htm
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http://www.shop.spectrecology.com/21-Q-Quartz-Cuvette-Stopper-Top-Standard-Absorbance-21-Q.htm
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Style 2000 Style 48 Style 49 Style71 Style 47 Style583.4
Short Path Length Short Path Length | Short Path Flow Cell Flow Cell Threaded Flow Csll
Demountable Flow Cell Length Standard & Standard & | Medium Aperture
Pg16 Pg17 Flow Cell SemiMicro SemiMicro Pg19
Pgl7 Pg18 Pg18
[ -
Style 585.1 Style 58%.3 Style583.65 Style 585.2 Style 584.4 | Style 34
Flow Cell Flow Celtound Flow Cell wide Flow Cell Sub| FlowCell Cylindrical Cell
Ultra Micro aperture aperture micro short path Pg26
Pg22 Pg23 Pg21 Pg22 Pg21

G

Style 31 Style 31B Style 32 Style 35 Style 37 Fiber Optic Cuvette
Cylindrical Cell Cylindrical Cell Cylindical Cell Cylindrical Cylindrical Holders
Pg 2 Pg 5 Pg & Cell Cell Pg3d

Pg 7 Pg 7
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http://www.shop.spectrecology.com/20-O-Q-Quartz-Cuvette-Short-Path-de-mountable-open-top-20-O-Q.htm
http://www.shop.spectrecology.com/5834-Style-Flow-Cell-medium-aperture-5834-Q.htm
http://www.shop.spectrecology.com/34-Q-Cylindrical-Quartz-Cuvette-long-path-Absorbance-34-Q.htm
http://www.shop.spectrecology.com/48-Q-Short-Path-Length-Flow-Cell-Sealed-48-Q.htm
http://www.shop.spectrecology.com/49-Q-Short-Path-Length-Flow-Cell-Demountable-49-Q.htm
http://www.shop.spectrecology.com/46-Q-Quartz-Flow-Cell-In-Line-46-Q.htm
http://www.shop.spectrecology.com/5853-Style-Flow-Cell-round-aperture-5853-Q.htm
http://www.shop.spectrecology.com/5851-Style-Ultra-Micro-Flow-Cell-round-aperture-5851.htm
http://www.shop.spectrecology.com/31B-Q-Style-Cylindrical-Quartz-Cuvette-short-path-low-volume-31B-Q.htm
http://www.shop.spectrecology.com/32-Q-Style-Cylindrical-Quartz-Cuvette-mid-path-Absorbance-32-Q.htm
http://www.shop.spectrecology.com/31-Q-Style-Cylindrical-Quartz-Cuvette-short-path-Absorbance-31-Q.htm
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Style 23 Style BF Style 29F Style 33.45 | Style 23 Style FCA3
Fluoromder Cell Fluorometer Cell | Fluorometer Cell Fluorometer | 3.45 Fluorometer Micro
Standard SemiMicro SemiMicro Micro Square | Fluorometer | Square Cell Adapter
Pg 3B Micro Micro Cell Micro Pg29
Pg3 Pg 3 Pg29 Square Cell
stopper
Pg29
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Style 16F Style 4 Style 55/57 Style 52 Style 53 Style GL14F
Fluorometer Fluorometer Fluorometer Dual Dual Fluorometer
SubMicro Triangular Tandem or Divided | Pathlength Pathlength Screw Cap Cell
Pg® Pg3 Pg 2 Pg 3 stoppered Pg 2
Pg3
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Style 583F Style 46F/47F Style 71F/72F Style 6BF Style DLC | Style /GS
Fluorometer Flow Fluorometer Flow | Fluorometer Flow | Fluorescence | Dye Laser Cell with Graded Sea
Through Through Through Reference Set Cell Pg 37
Pg 3 Pg 3 Pg 3 Pg 3 Pg3d
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http://shop.spectrecology.com/23-330-Q-Quartz-Fluorometer-micro-square-cells-stoppered-23-345-Q.htm
http://www.shop.spectrecology.com/52-53-Q-Dual-pathlength-cuvettes-52-Q.htm
http://www.shop.spectrecology.com/52-53-Q-Dual-pathlength-cuvettes-52-Q.htm
http://www.shop.spectrecology.com/DLC-Dye-Laser-Cells-DLC.htm
http://www.shop.spectrecology.com/23-Q-Style-Quartz-Cuvette-Fluorescence-Stopper-Top-5-40mm-23-Q.htm
http://www.shop.spectrecology.com/29F-Q-10-Quartz-Cuvette-Stopper-Top-semi-micro-Fluorescence-29F-Q-10.htm
http://www.shop.spectrecology.com/28F-Q-10-Quartz-Cuvette-Stopper-Top-micro-Fluorescence-28F-Q-10.htm
http://www.shop.spectrecology.com/3-330-Quartz-Fluorometer-micro-square-cells-3-330-Q.htm
http://www.shop.spectrecology.com/FCA-Cell-holder-for-square-fluorometer-cells-FCA.htm
http://www.shop.spectrecology.com/16F-style-Quartz-Cuvette-Sub-micro-Fluorescence-16-F-Q-10-Z.htm
http://www.shop.spectrecology.com/4-SB-Triangular-Fluorescence-cuvette-4-SB-Q.htm
http://www.shop.spectrecology.com/55-56-57-58-Tandem-and-Divided-cuvettes-55-Q.htm
http://www.shop.spectrecology.com/9F-Q-10-GL14-Fluorescence-cell-with-screw-cap-9F-Q-10-GL14.htm
http://www.shop.spectrecology.com/583F-Style-Fluorescence-Flow-Cell-M6-threads-5831F.htm
http://www.shop.spectrecology.com/46F-and-47F-Quartz-Flow-Cell-In-Line-46F.htm
http://www.shop.spectrecology.com/71F-Q-10-Quartz-Flow-Cell-Fluorescence-71F-Q-10.htm
http://www.shop.spectrecology.com/6BF-Fluorescence-Reference-set-6BF.htm
http://www.shop.spectrecology.com/Q-10-GS-Quartz-cuvettes-with-pyrex-graded-seal-Q-10-GS.htm
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Style Colorimeter Cell | Style /MS Style 45 Style 62/63 | Style 65 Cleaning and
Pg 3 Cell for Magnetic | Microscope Flow Constant Constant Accessoris
Stirrers Cell Temperature | Temperature| Pg O
Pg 3 Pg 3 Cell Cell
Pg 89 Pg39
\
UV/VIS References Disposable Cuvette Rack UV VIS Spectrophotometer | llluminated Cuvette
Pgs 4 Cuvettes Pg 6 Pg 4 Holder
Pg 6 Pg 2

1 Click on the images above to go to the item in our online store,
www.shop.Spectrecology.cam

1 Click on the item name or style to go to the digd specification page in
this catalogue.

9 You can buy these products on our secure walre. Yowanalsosend us
a purchase aler, wire transfer, ocall in your credit card purchase.

T LT &2dz R2y Qi &aSS a2YSGKAy3 @&2dz ySSRX
specially designed to your specification.

1 We carry a complete line of fiber optic spectrometers and
spectrophotometers for UV, VIS, NIR and IR applications.
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http://www.shop.spectrecology.com/62-63-Quartz-Cuvette-Constant-Temperature-cell-62-Q.htm
http://www.shop.spectrecology.com/65-Q-Style-Cylindrical-Quartz-Cuvette-with-water-jacket-65-Q.htm
http://www.shop.spectrecology.com/CH-Cell-Holders-CH.htm
http://www.shop.spectrecology.com/Standards_c3.htm
http://www.shop.spectrecology.com/Disposable-Cuvettes_c6.htm
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http://www.shop.spectrecology.com/Triple-LED-Source-with-cuvette-holder-SE-PP1001.htm
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Standard Rectana:!gi

Standard rectangular cells or Macro cells, Type 1, are the most common cells used in analytical
chemistry. The exterior dimensions allow the cells to be used with virtually every spectrophotom-

eter and photometer instrument currently in use.

These cells have an exterior height of 45mm, two clear windows and an open top. The walls of
the cell and the bottom are smooth on the inside. Omn the outside, the light path windows are clear

while the adjacent windows and the bottom are frosted or grey.

thick and each cell in this range is supplied with a PTFE cover.

Typically, windows are 1.25mm

Accessories: g
Spacers for the 1, 2, and 5mm pathlenath on page 7.
Holders for Infrared instruments are available on page 39. Q
_ Ly e
lmm 2mm Smm 10mm 1.7-G-10 20mm 40mmm
Catalog Path Length Exterior, mm Interior, mm
Number mm Width Length Height Width Length

Opiical Glass windows, Useable range: 334 to 2500 mmn

1-G-1 1 125 35 45 10 1
1-G-2 2 125 45 45 10 2
1-G-5 5 125 75 45 10 5
1-G-10 10 125 125 45 10 10
L.7-G-10 10 125 125 70 10 10
1-G-20 20 125 225 45 10 20
1-G-40 40 125 425 45 10 40
1-G-50 50 125 525 45 95 30
1-G-104) 100 125 1025 45 95 100
Special Opfical Glass windows, Useable range: 320 to 2500 nm

1-50G-10 10 125 125 45 10 10
Spectrosil™ Far UV Quartz windows, Useable range: 170 to 2700 nm

1-Q-1 1 125 35 45 10 1
1-Q-2 2 125 45 45 10 2
1-Q-5 5 125 75 45 10 5
1-Q-10 10 125 125 45 10 10
1-0-20 20 125 2235 45 10 20
1-Q-40 40 125 425 45 10 40
1-Q-50 50 125 525 45 95 50
1-Q-10) 100 125 1025 45 25 100
Ir.lfrrrsr'fl'n' or equivalent Near Infrared Quarty windows, Useable range: 220 to 3500 nm
1-I-1 1 125 35 45 10 1
1-I-2 2 125 45 45 10 2
1-I-2 5 125 75 45 10 5
1-I-10 10 125 125 45 10 10
1-I-20 20 125 223 45 10 20
1-1-40 40 125 425 45 10 40
1-I-20 50 125 525 45 25 30
1-1I-100 100 125 1025 45 25 100

Click here to order online!

0.400 2 545.00
0.700 2 45.00
1.700 2 45.00
3500 2 35.00
6.500 2 55.00
7.000 2 45.00
14.000 2 52.00
17.300 2 79.00
35.000 2 135.00
3500 2 545.00
0.400 2 5 109.00
0.700 2 109.00
1.700 2 99.00
3500 2 79.00
7.000 2 119.00
14.00 2 155.00
17.300 2 179.00
35.000 2 305.00
0.400 2 512500
0.700 2 125.00
1.700 2 115.00
3.500 2 105.00
7.000 2 145.00
14.00 2 219.00
17.300 2 235.00
35.000 2 353.00
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Type 21 cells are identical to Standard Rectangular or Macro cells listed on page 4, except that
instead of having an open rectangular hole at the top, a block is fused to the top of the cell witha
ground hole to receive a PTFE stopper. This provides a more suitable seal for volatile liquids.

Cells with a path length of greater than 20mm are supplied with two stoppers and the height of
the cell body is 48 mm with an overall height including the stopper of approximately 53mm.

Accessories:

Spacers for the 1, 2, and Smm pathlength on page 7.

Holders for Infrared instruments are available on page 39.

Catalog Path th Exterior. mm Interior, mm Nominal Number Polished Price
Number mm Width Length Height Width Length Vol. ml of Stoppers Windows per cell
Oprical Glass windows, Useable range: 334 to 2500 nin

21-G-1 1 125 35 55 10 1 0.400 1 2 $85.00
21-G-2 2 125 45 35 10 2 0.700 1 2 85.00
21-G-5 5 125 75 48 10 5 1.700 1 2 79.00
21-G-10 10 125 125 48 10 10 3.500 1 2 69.00
21-G-20 20 125 225 48 10 20 7.000 1 2 85.00
21-G-40 40 125 425 48 10 40 14.00 2 2 105.00
21-G-50 50 125 525 48 95 50 17.500 2 2 115.00
21-G-100 100 125 1025 48 95 100 35.000 2 2 229.00
Special Optical Glass windows, Useable range: 320 to 2500 nmn

21-S0G-10 10 125 125 48 10 10 3.500 1 2 $79.00
Spectrosil™ Far UV Quartz windows, Useable range: 170 to 2700 nm

21-Q-1 1 125 35 55 10 1 0.400 1 2 $ 139.00
21-Q-2 2 125 45 55 10 2 0.700 1 2 139.00
21-Q-5 125 75 48 10 5 1.700 1 2 135.00
21-Q-10 10 125 125 48 10 10 3.500 1 2 109.00
2IN-Q-10 10 125 125 - 10 10 3.000 1 2 125.00
21-Q-20 20 125 225 48 10 20 7.000 1 2 159.00
21-Q-40 40 125 4235 48 10 40 14.00 2 2 239.00
21-Q-50 50 125 525 48 95 50 17.500 2 2 259.00
21-Q-100 100 125 1025 48 95 100 35.000 2 2 425.00
Infrasil® or equivalent Near Infrared Quartz windows, Useable range: 220 to 3800 nm

2111 1 125 35 55 10 1 0.400 1 2 $ 149.00
2112 2 125 45 55 10 2 0.700 1 2 149.00
2115 5 125 75 48 10 5 1.700 1 2 145.00
21-1I-10 10 125 125 48 10 10 3.500 1 2 129.00
21-1-20 20 125 225 48 10 20 7.000 1 2 169.00
21-1-40 40 125 425 48 10 40 14.00 2 2 249.00
21-1-50 50 125 525 48 95 50 17.500 2 2 269.00
21-1-100 100 125 1025 48 95 100 35.000 2 2 435.00

Click here to order online!
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Semi-Micro

The purpose of Semi-Micro Type 9 cells is to reduce
the sample volume necessary to make a measurement.
The volume of a Semi-Micro cell is approximately 40%
of an equivalent path length standard rectangular cell.

Semi-Micro cells are available with either clear walls
parallel to the light beam or non transmitting self mask-
ing black walls which improve sensitivity by eliminat-
ing stray light from measurements. The interior sample
compartment width of Semi-Micro cells is reduced to
4mm, therefore it is essential to determine that the light
beam from the instrument passes centrally through the

sample compartment. This is especially important for

f

long path length cells. Both the Type 9 and Type 9B i
are supplied with a PTFE cover (not pictured with the
Type 9B or 9B9).
Smaller sample volumes can be achieved by using cell
Type 9/9 or 9B9 with a 9mm instead of a 3mm thick
base. Note: Cells with a 9mm base are not suitable for
an instrument with an 8.5mm 'Z' dimension.
Type 9B
50mm

Catalog Path Length Exterior, mm Interior, mm Nominal Polished Price

Number mm Width Length Height Width Length Vol. ml Windows per cell
Special Oprical Glass windows, Useable range: 320 to 2500 nm Clear Walls
9-SOG-3 5 12,5 75 45 4 5 0.700 2 $ 69.00
9-S0G-10 10 125 125 45 - 10 1.400 2 65.00
9/9-S0G-10 10 1255 125 45 4 10 1.160 2 89.00
9-S0G-20 20 125 225 45 4 20 2.800 2 85.00
9-S0G-40 40 125 425 45 4 40 5.600 2 105.00
9-SOG-50 30 125 525 45 4 50 7.000 2 115.00
Spectrosil™ Far UV Quartz windows, Useable range: 170 to 2700 nm
9-Q-5 5 125 75 45 - 5 0.700 2 $129.00
9-Q-10 10 125 125 45 4 10 1.400 2 119.00
9/9-Q-10 10 125 125 45 4 10 1.160 2 145.00
9-Q-20 20 125 225 45 4 20 2.800 2 159.00
9-Q-40 40 125 425 45 4 40 5.600 2 199.00
9-Q-30 50 125 525 45 4 50 7.000 2 209.00
Special Oprical Glass windows, Useable range: 320 to 2500 mmn Black Walls, Self Masking
9B-SOG-3 5 125 75 45 - 5 0.700 2 $105.00
9B-SOG-10 10 125 125 45 4 10 1.400 2 95.00
9B9-SOG-10 10 125 125 45 4 10 1.160 2 105.00
9B-SOG-20 20 12,5 225 45 4 20 2.800 2 119.00
9B-SOG-40 40 125 425 45 4 40 5.600 2 165.00
9B-SOG-50 _ 50 125 525 45 - 50 7.000 2 199.00
Spectrosil © Far UV Quartz windows, Useable range: 170 to 2700 nm

9B-Q-5 5 125 75 45 - 5 0.700 2 $229.00
9B-Q-10 10 125 125 45 B 10 1.400 2 195.00
9B9-Q-10 10 125 125 45 4 10 1.160 2 239.00
9B-Q-20 20 125 225 45 - 20 2.800 2 285.00
9B-Q-40 40 125 425 45 - 40 5.600 2 389.00
9B-Q-50 50 125 525 45 4 50 7.000 2 479.00

Click here to order online!Click here to order Style 9B online!
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Similar in all respects to the Type 9 Semi-
Micro cells, with the exception that these cells
are supplied with a PTFE stopper, or stoppers
as pictured, to fit in a ground fitting to reduce
evaporation of volatile samples (The Type 29B
comes with stoppers even though the stoppers
are not pictured). The Type 29 and Type 29B
cells have an extemal height of 48 mm plus
stopper.

Smaller sample volumes can be achieved by
using cell Type 29/9 or 29B9 with a Smm
instead of a 3mm thick base.

Note: Cells with a 9mm base are not suitable
Jor an instrument with an 85mm 'Z' dimen-
sion.

Short Pathlength Spacers

Black anodized aluminum zpacers are available i
three zizes for use with 1, 2, and Snum path lengch
cells, supporting them in a normal 1252 12 5mm
holder where there iz no cell bolder path lenpth
adpacrment facilicy.

Cat. No Dezeription Price, each
SPA-1  for lmm path length cellz  $52.00
SPA-2  for 2mm path length cellz 52.00
SPA-5  for Stum path length cells  52.00

Catalog Path Length Exterior, mm Interior, mm Nominal Polished Price
Number mm Width Length Height Width Length Vol. ml Windows per cell
Special Optical Glass windows, Useable range: 320 to 2500 mmn Clear Walls
29-50G-3 5 125 75 48 4 5 0.700 2 $139.00
29-SOG-10 10 125 125 48 4 10 1.400 /- 105.00
29/9-SO0G-10 10 125 125 48 B 10 1.160 2 169.00
29-SOG-2 20 125 225 48 4 20 2.800 2 169.00
29-S0G-40 40 125 425 48 4 40 5.600 2 209.00
29-50G-50_ 50 125 525 48 4 50 7.000 2 239.00
Spectrosil™ Far UV Quartz windows, Useable range: 170 to 2700 nmn

29-Q-5 5 125 75 48 4 5 0.700 2 $ 165.00
29-Q-10 10 125 125 48 B 10 1.400 2 145.00
29/9-Q-10 10 125 125 48 4 10 1.160 2 199.00
29-Q-20 20 125 225 48 4 20 2.800 2 209.00
29-Q-40 40 125 425 48 4 40 5.600 2 259.00
29-Q-30 50 125 525 48 4 50 7.000 2 309.00
Special Oprical Glass windows, Useable range: 320 to 2500 mmn Black Walls, Self Masking
29B-SOG-5 5 125 75 48 4 5 0.700 2 $ 165.00
29B-SOG-10 10 125 125 48 4 10 1.400 2 135.00
29B9-SOG-10 10 125 125 48 - 10 1.160 2 189.00
29B-SOG-2 20 125 225 48 4 20 2.800 2 205.00
29B-SOG-40 40 125 425 48 4 40 5.600 2 265.00
29B-SOG-50 50 125 525 48 4 50 7.000 2 285.00
5;7&'.’?05”’; Far UV Quartz windows, Useable range: 170 to 2700 mm

29B-Q-3 5 125 75 48 4 5 0.700 2 $ 259.00
29B-Q-10 10 125 125 48 4 10 1.400 2 229.00
29B9-Q-10 10 125 125 48 4 10 1.160 2 259.00
29B-Q-20 20 125 225 48 B 20 2.800 2 339.00
29B-Q-40 40 125 425 43 4 40 5.600 2 459.00
29B-Q-30 50 125 525 48 4 50 7.000 2 539.00

Click here to ordeBtyle 2%nline!

Click here to order 8t 29B online!
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Micro Cells
———————————————————————————
Micro cells, Type 18, with a 2mm intemal width are
for use with sample volumes smaller than the stan-
dard rectangular or Semi-Micro cells. The nominal
working volume of this range represents only 20% of
the standard rectangular cells Type 1 with the same
path length.

Micro cells are available with either clear walls or
black walls which are opaque and improve sensitivity.
The cells have an exterior height of 43mm. Each cell
has an open top and is supplied with a PTFE cover
(not pictured with the Type 18B or 18B9).

il

Smaller sample volumes can be achieved by using Type 18
cell Type 18/9 or 18B9 with a 9mm instead of a 3mm Senit
thick base.
Note: Cells with a 9mm base arc not suitable for
instruments with an 8.5mm 'Z’ dimension.
Type i8B Type 5B Type 18B9 Type 188 Type i8B Type 15B
Smm 10mm 10mm 2mm AOmm S0mm
Catalog Path Length Exterior, mm Interior, mm Nominal Polished Price
Number mm Width Length Height Width Length Vol. ml Windows per cell
Special Optical Glass windows, Useable range: 320 to 2500 nm Clear Walls
18-S0G-5 5 125 75 45 2 5 0.350 2 $79.00
18-SOG-10 10 125 125 45 2 10 0.700 2 69.00
18/9-SOG-10 10 125 125 45 2 10 0.580 2 95.00
18-SO0G-20 20 125 25 45 2 20 1.400 2 99.00
18-SOG-40 40 125 425 45 2 40 2.800 2 119.00
18-S0G-50_ 50 125 525 45 2 30 3.500 2 139.00
Spec ctrosil> Far UV Quartz windows, Useable range: 170 to 2700 nm
18-Q-3 5 125 7.5 45 2 5 0.350 2 $13%.00
18-Q-10 10 125 12.5 45 2 10 0.700 2 125.00
18/9-Q-10 10 125 125 45 2 10 0.580 2 159.00
18-Q-20 20 125 25 45 2 20 1.400 2 165.00
18-Q-40 40 125 425 45 2 40 2.800 2 205.00
18-Q-50 50 125 525 45 2 50 3.500 2 225.00
Special Optical Glass windows. Useable range: 320 to 2500 nm Black Walls, Self Masking
18B-SOG-5 5 125 7.5 45 2 5 0.350 2 $105.00
18B-S0OG-10 10 125 125 45 2 10 0.700 2 89.00
18B9-SOG-10 10 125 125 45 2 10 0.580 2 119.00
18B-SOG-20 20 125 25 45 2 20 1.400 2 129.00
18B-SOG-40 40 125 425 45 2 40 2.800 2 155.00
18B-S0G-50 50 125 525 45 2 50 3.500 2 175.00
Spectrosil® Far UV Quartz windows, Useable vange: 170 to 2700 nm
18B-Q-5 5 125 7.5 45 2 5 0.350 2 $23%.00
18B-Q-10 10 125 125 45 2 10 0.700 2 209.00
18B9-Q-10 10 125 125 45 2 10 0.580 2 239.00
18B-Q-20 20 125 225 45 2 20 1.400 2 289.00
18B-Q-40 40 125 425 45 2 40 2.800 2 419.00
18B-Q-50 30 125 525 45 2 30 3.500 2 595.00

Click here to ordeBtyle 18nline! Click here for Style 18B
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Type 28 cells are identical to Type 18 Micro cells,
except these cells are supplied with a PTFE stopper,
or stoppers as pictured, to fit in a ground cone to
reduce evaporation of volatile samples (The Type
28B comes with stoppers even though the stoppers
are not pictured). The extemal height is 48mm plus
the stopper. Micro cells are available with either
clear walls which will transmit energy or opaque
black walls for improved sensitivity. Alignment of
Micro cells in instrument cell holders is critical.

Smaller sample volumes can be achieved by using
cell Type 28/9 or 28B9 with a 9mm instead of a
3mm thick base.

Note: Cells with a 9mm base are not suitable for
insoruments with an 8 5mm Z' dimension.

Short Pathlength Spacers
Black anodized aluminum spacers are available in |
three zizes for use with 1, 2, and Smm path length
cells, zupporting them i a pormal 125 x 12 5mm
bolder where there is no cell bolder path length

Price, each

foc 1num path lenpth cells  §52.00

SPA2  for 2mmpathlemptheell: 5200 Type 288
SPAS  for Snmpathlemptheellz 5200 tomm
Catalog Path Length Exterior, mm

Number mm Width Length Height Width
Special Optical Glass windows, Useable range: 320 to 2500 nm
28-S0G-5 5 125 75 48 2
28-SOG-10 10 125 125 48 2
28/9-50G-10 10 12.5 125 48 2
28-50G-20 20 125 225 48 2
28-50G-40 40 125 425 48 2
28-SOG-50 50 125 525 48 2
Spectrosil= Far UV Quartz windows, Useable range: 170 fo 2700 nm
28-Q-5 5 125 75 48 2
28-Q-10 10 12.5 125 48 2
28/9-Q-10 10 125 125 48 2
28-Q-20 20 125 225 48 2
28-Q-40 40 125 425 48 2
28-Q-50 50 125 525 48 2
Special Optical Glass windows, Useable range: 320 to 2500 nm
28B-S0G-3 5 125 73 43 2
28B-S0G-10 10 125 125 48 2
28B9-S0G-10 10 125 125 48 2
28B-50G-20 20 125 225 48 2
28B-SOG-40 40 125 4235 48 2
28B-S0G-50 50 125 525 48 2
Spectrosil® Far UV Quartz windows, Useable range: 170 to 2700 nm
28B-Q-F 5 125 75 48 2
28B-Q-10 10 125 125 48 2
28B9-Q-10 10 125 125 43 2
28B-Q-20 20 125 225 48 2
28B-Q-40 40 125 425 48 2
28B-Q-50 50 125 525 48 2

Click here to ordeBtyle 28nline!
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Interior, mm

Length

5
10
10
20
40
50

5
10
10
20
40
50

10
10
20

50

10

20

50

Nomi

Vol. ml

0.350
0.700
0.580
1.400
2.800
3.500

0.350
0.700
0.580
1400
2.800
3.500

0350
0.700
0.580
1400
2.800
3.500

0.350
0.700
0.580
1400
2.800
3.500

Click here to order Style 28B online!

Polished
Windows

1 1 ta o ta 1a

2 1o o rore e

Type 28
S0mm

Type 288
Simm

Price
per cell
Clear Walls
$ 145.00
129.00
165.00
175.00
225.00
245.00

$175.00
165.00
185.00
215.00
279.00
305.00

Black Walls, Self Masking

[T S I VR B I OV BV ]

ba 12 ta 1o o o

§175.00
145.00
199.00
215.00
275.00
345.00

$295.00
245.00
285.00
375.00
595.00
645.00

Shop.Spectrecology.com Free Shipping UPS ground&pectreology.com
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Sub-Micro Cells

Sub-Micro cells retain the exterior dimensions of a stan-
dard cell and are designed for the measurement of very
small samples, with vohumes ranging from 10p1 to 160u1.
The enfrance to the sample compartment is hemispherical,
being desizned without sharp comers to eliminate poten-
fial 1oss of sample due to capillary action.

The amount of sample required to fill the sample chamber
is reduced 1o an absolute minimum, rypically fiftcen to
DWeREY per cent greater than the absolure sample chamber
volume.

The sample compartment in the Sub-Micro range of cells
optimizes the alipnment of the sample for maximum sen-
sitivity in the spectrophotometer. The sample is easily
inserted into and retrieved from the cell, by careful use of
a pipette. The comect 2" dimension needs to be selected
for this range, typically 8.5 or 15mm.

Cells are supplied with a PTFE cover and a tight sealing
polypropylene cap.

16.1

12
7
Q- IOZRS 16.40.0) m.s

'Z' Dimension per Instrument

Manufacturer: Z' Dimension: )

Agﬂenr@: 15 mm 16 10-Ce HVZL

Beckman® 8.5 mm

Bio-Rad® 5 mm

Eppendor® 8.5 mm

GBC® 15 mm

Hewlett Packard® 15 mm

Hitachi® varies by instrument

Tasco® 12 mm

Ocean Optics® 15 mm

Perkin-Elmer® 15 mm

Pharmacia® 15 mm

Shimadz® 15 mm

StlE]laﬂ\lEtE 15 mm L6 10400 107220 16800 1FZX0

Thermo Spectronic® 8.5 and 15 mm

Tumer® .5 mm

Varian® 20 mm

Catalog Path Length Exterior, mm Sample Chamber, mm

Number mm  Width Length Height Width Length Height
Spectrosil® Far UV Quartz windows, Useable range: I70 to 2700 nm
16.10-Q-10/Z8.5 10 125 125 45 1 10 1
16.10-Q-10/Z15 10 125 125 43 1 10 1
16.10-Q-10/Z20 10 125 125 45 1 10 1
16.40-Q-10/Z8.5 10 125 125 45 2 10 2
16.40-Q-10/Z15 10 125 125 45 2 10 2
16.40-Q-10/Z20 10 125 125 45 2 10 2
16.50-Q-10/Z8.5 10 125 125 45 2 10 25
16.50-Q-10/Z15 10 125 125 45 2 10 25
16.50-Q-10/Z20 10 125 125 45 2 10 25
16.100-Q-10/Z8.5 10 125 125 45 2 10 5
16.100-Q-10/Z15 10 125 125 45 2 10 5
16.100-Q-10/Z20 10 125 125 45 2 10 5
16.160-Q-10/Z8.5 10 125 125 43 2 10 8
16.160-Q-10/Z15 10 125 125 45 2 10 8
16.160-Q-10/Z20 10 125 125 45 2 10 8

Click here to order online!
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16500 IOZE S 16 1000 107ZR S 16 160-0- 10628 5

5 16400 [V LS 16500 IVZLS 16 - 1V 1S 6 &) INZ1S

e N == =

DES0-0) HWNZEXNY 6 1000 V2D 16, 1 600 bVE2D

n n Ln Ln

BEwBEwBbwEbwEbm
un

A T Nominal  Polished Price
mm

Vol. ml  Windows per cell

Sub-Micro, Open Top

0.010 2 § 295.00
0.010 2 295.00
0.010 2 295.00
0.040 2 259.00
0.040 2 259.00
0.040 2 259.00
0.050 2 259.00
0.030 2 259.00
0.050 2 259.00
0.100 2 259.00
0.100 2 259.00
0.100 2 259.00
0.160 2 259.00
0.160 2 259.00
0.160 2 259.00

Shop.Spectrecology.com Free Shipping UPS ground&pectreology.com

Money Back Guarantee
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Low Head Space Cells, Thermal Melt

Low head space Sub-Micro cells are designed
for thermal melt. The low head space cells hold
volumes ranging from 101 to 1601 while retain-
ing standard exterior dimensions. The entrance
to the sample compartment is hemispherical,
being designed without sharp corners to eliminate
potential loss of sample due to capillary action.

Cells are supplied with a special PTFE stopper.
The hquid tight stopper reduces the volume of air
by 95% over the volume of the sub-micro cells on
the previous page.

26 10LHS {0ZRS 265008 OZR 261600 Q- 10VZR S
The sample compaxﬁnent in the Sub-Micro range SIS Q10 26401 HS-Q.I0ZAR.5 SINHSQANZES 26, I00LHSQ- 10778 5 X.IGULHSQ- 1028

of cells optimizes the alignment of the sample for j

maximum sensitivity in the spectrophotometer.
The sample 1s easily inserted into and retrieved
from the cell, by careful use of a pipette. The
26, 10LHS- Q- IWZI5 26400 HSQ- INZ1S 26 50LHS Q- 10VZL5 26.100LHSQ- VZIS 26 160LHS.Q- 107715

correct 'Z' dimension needs to be selected for this ]
range, typically 8.5, 15 or 20mm.

The amount of sampie required to fill the sample

chamber i5s reduced to an absolute minimum,

nypically fiftcen to twenty per cent greater than
the absolute sample chamber volume.

Front View f
Cross Section
with stopper inseried o - L
Skopper ——_ -
26.160LHS-Q- 10715 26, 10LHS-Q- 107720 26,50 HS-Q- 10720 26.160LHS-Q- 10720
26,401 HS-Q- 10220 26, H00LHS.Q- 107720

Catalog Path Length Exterior, mm Sample Chamber, mm [4A8) "8 Nominal Polished Price

Number mm  Width Length Height Width Length Height mm Vol. ml Windows  per cell
Spectrosil® Far UV Quartz windows, Useable range: 170 to 2700 nm Ultra-Micro, Pipette filling
26.10LHS-Q-10/Z8.5 10 125 125 45 1 10 1 85 0.010 2 $ 509.00
26.10LHS-Q-10/Z15 10 125 125 45 1 10 1 15 0.010 2 509.00
26.10LHS-Q-10/Z20 10 125 125 45 1 10 1 20 0.010 2 509.00
2640LHS-Q-10/Z8.5 10 125 125 45 2 10 2 85 0.040 2 445.00
26.40LHS-Q-10/Z15 10 125 125 45 2 10 2 15 0.040 2 445.00
26.40LHS-Q-10/Z20 10 125 125 45 2 10 2 20 0.040 2 445.00
26.50LHS-Q-10/Z8.5 10 125 125 45 2 10 25 85 0.050 2 445.00
26.50LHS-Q-10/Z15 10 125 125 45 2 10 25 15 0.050 2 445.00
26.50LHS-Q-10/Z20 10 125 125 45 2 10 25 20 0.050 2 445.00
26.100LHS-Q-10/Z8.5 10 125 125 45 2 10 5 85 0.100 2 445.00
26.100LHS-Q-10/Z15 10 125 125 45 2 10 5 15 0.100 2 445.00
26.100LHS-Q-10/Z20 10 125 125 45 2 10 5 20 0.100 2 445.00
26.160LHS-Q-10/Z8.5 10 125 125 45 2 10 8 85 0.160 2 445.00
26.160LHS-Q-10/Z15 10 125 125 45 2 10 8 15 0.160 2 445.00
26.160LHS-Q-10/Z20 10 125 125 45 2 10 8 20 0.160 2 445.00

Click here to order online!
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Type 17 Micro cells are similar to Type 18 Micro cells except that the
external height 1s only 25mm_ Because of their reduced height, it 1s
essential that the cormrect micro cell holder is used for the instrument,
otherwise it will be difficult to remove the cells from the cell holder.
Both black wall self masking cells and clear wall cells are available
in this range. Each cell has an open top and 1s supplied with a PTFE
cover.

The configuration of the small sample compartment in the Type 19
Ultra-Micro cell range optimizes the alignment of the sample for
maximum sensitivity in the spectrophotometer The sample is easily
inserted into and retneved from the cell by careful use of a pipette or
syringe.

Thecormrect Z'Dimensionmust be selected forthe Type 19, normallyeither
8.5 or 15 mm The overall height of the 8.5 and 15mm Z' cell is 40mm_

Type 17
10mm
Z Dimension per Instrument L7 a7
Manufacturer: Z Dimension:
Agilent® 15 mm
Beckman® 8.5 mm
Bio-Rad® 8.5 mm
Eppendorf® 8.5 mm
GBC® 15 mm .
Hewlett Packard® 15 mm st
Hitachi ® varies by instrument 19.001-Q0.1 19.05-Q-5 19.10-Q-10
Ocean Optics® 15 mm ‘
Perkin-Elmer® 15 mm
Pharmacia® 15 mm
Shimadzu® 15 mm
StellarNet® 15 mm
Thermo Spectronic® 8.5 and 15 mm s [
Tumer® 8§5mm
Varian® Miam 19.001-Q-0.1 19.01-Q-1 19.05-Q-5 19.10-Q-10
Catalog Path length Exterior, mm Interior, mm Nominal Polished Price
Number mm Width Length Height Width  Length Vol. ml Windows per cell
Spectrosil® Far UV Quartz windows. Useable range: 170 to 2700 nm
17-Q-5 5 125 75 25 2 5 0.200 2 $125.00
17-Q-10 10 125 125 25 2 10 0.400 2 109.00
Spectrosil® Far UV Quartz windows, Useable range: 170 to 2700 nm BlackWalls, Self Masking
17B-Q-5 5 125 75 25 2 5 0.200 2 $189.00
17B-Q-10 10 125 125 25 2 10 0400 2 169.00
Catalog Path Length Exterior. mm Sample Chamber. mm A8 8 Nominal Polished Price
Number mm  Width Length Height Width Length Height mm Vol.ml  Windows  per cell
Spectrosil® Far UV Quartz windows, Useable range: 170 to 2700 nm Ultra-Micro, Pipette filling
19.001-Q-0.1/Z8.5 0.1 125 125 40 5 01 1 85 0.0005 2 $ 599.00
19.001-Q-0.1/Z15 0.1 125 125 40 5 0.1 1 15 0.0005 2 599.00
19.01-Q-VZ8.5 1 125 125 40 5 1 1 85 0.0050 2 545.00
19.01-Q-L'Z15 1 125 125 40 5 1 1 15 0.0050 2 545.00
19.05-Q-5/Z8.5 5 125 125 40 080 5 85 0.0025 2 535.00
19.05-Q-5/Z15 5 125 125 40 080 5 15 0.0025 2 535.00
19.10-Q-10/Z8.5 10 125 125 40 080 10 85 0.0050 2 505.00
19.10-Q-10/Z15 10 125 125 40 080 10 15 0.0050 2 505.00

Click here to ordefype 17online! Click here to order Style 19 online!
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Type 1HB

Type | Type | Tvpe Type ¥ Type 9B Type 9B Type I8 Iype I
10mm 1 Dmm 1Omm | {rmvm 1mm 11hmm 1Gmm 1Unun | Oan
CLI4-S GLI4-C GL14-S GLI4-C GL14-S GLI4-C ULI4-S GLI4-S GLI4-C

Cell types with suffix GL14 are able to be used under anaero-
bic conditions. Cells designated with GL14 have a standard

GL14 Caps, Closed & Septum
Screw caps to fit GL14 threaded cells. Available as

GL14 threaded top and cap which can be either a septum cap either closed cap or septum seal cap.
GL14-S or a plain closed cap GL14-C. Each cap contains a Cat. No Description Price, each
silicon seal to give you an air tight fit. GL14-C Closed cap $425
GL14-S Septum seal cap 425
GL14/SI Septum Insert 1.50
Catalog Path Length Exterior, mm Interior, mm Nominal Polished Price
Number Description mm  Width Length Height Width Length Vol.ml  Windows  per cell
Screw Cap Cells with Closed Cap:
Special Optical Glass windows, Useable range: 320 to 2500 nmn
1-SOG-10-GL14-C Closed Cap, Standard 10 125 125 68 10 10 3.500 2 $ 119.00
9-SOG-10-GL14-C Closed Cap, Semi-Micro 10 125 125 68 4 10 1.400 2 139.00
18-SOG-10-GL14-C  Closed Cap. Micro 10 125 125 68 2 10 0.700 2 185.00
Spectrosil® Far UV Quartz windows, Useable range: 170 to 2700 wm
1-Q-10-GL14-C Closed Cap, Standard 10 125 125 68 10 10 3.500 2 $165.00
9-Q-10-GL14-C Closed Cap. Semi-Micro 10 125 125 68 < 10 1.400 2 219.00
9B-Q-10-GL14-C Semi-Micro, Black Wall 10 125 125 68 4 10 1.400 2 315.00
18-Q-10-GL14-C Micro 10 125 125 68 2 10 0.700 2 269.00
18B-Q-10-GL14-C Micro, Black Wall 10 125 125 68 2 10 0.700 2 359.00
Screw Cap Cells with Septumn Caps:
Special Optical Glass windows, Useable range: 320 to 2500 nmn
1-SOG-10-GL14-S Septum Cap, Standard 10 125 125 68 10 10 3.500 2 $ 119.00
9-SOG-10-GL14-S Septum Cap, Semi-Micro 10 12.5 125 68 4 10 1.400 2 139.00
18-S0G-10-GL14-S  Septum Cap, Micro 10 125 125 68 2 10 0.700 2 185.00
Spectrosil® Far UV Quartz windows, Useable range: 170 to 2700 nm
1-Q-10-GL14-S Septum Cap, Standard 10 125 125 68 10 10 3.500 2 $165.00
9-Q-10-GL14-S Septum Cap, Semi-Micro 10 125 125 68 4 10 1.400 2 219.00
9B-Q-10-GL14-S Semu-Micro, Black Wall 10 125 125 68 4 10 1.400 2 315.00
18-Q-10-GL14-5 Septum Cap, Micro 10 125 1235 68 2 10 0.700 2 269.00
18B-Q-10-GL14-S Micro, Black Wall 10 125 125 68 2 10 0.700 2 359.00

Click here to ordestyle Qonline! Click here to order Style 9B onllne
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Short Path Lenﬁth, Demountable

The Type 20 cell is designed for use in applications
where a short path length and large window surface
area is needed. This cell design 15 especially useful
for opaque or viscose solutions. The cell consists of
one folly fused component combining cne window
and the sides of the cell which forms the path length.

The other window is separate and the cell can there- — — — ——
fore be taken apart for cleaning. The cell wall and the
removable window are polished so flat that the two
will form a seal when placed in contact. Viscous and
aqueons samples will allow the best seal to be formed.
organic solvents will creep into the seal area for a less
reliable seal.
Type 20/0 15 open at one end simdlar to a Standard cell. L L e el Dot
unlike the Type 20/C which is completely enclosed
when the window is in place. It is recommended that — _ . — — —
the cell holder Type CH-2049, shown below, is sed "y e 20C e 20C e 2C e
with these cells to keep the cell together while standing
in the instroment cell holder.
Cell Holder ] w - - w
This cell holder is designed to lightly - - - - -
clamp the type 20 cells in a vertical ori- S C C
entation for use in a standard instrument Type 200 Type 200 Type 200 Type 200 Type 200
cell holder. Exterior dimensions are 12.5 lmm 0. 5mm 0.Zmm 0.1mm 0.01mm
% 1253 x 52mm. The base 15 Smm thick
Cat. No Description Price, each
CH-2048 Cell holder 5 69.00
Catalog Path Length Exterior, mm Sample Chamber, mm Nominal Polished Price
Number mm Width Length Height Width Length Height Vol ml Windows per cell
Spectrosil® Far UV Quartz windows, Useable range: 170 to 2700 nmn Open Top
20/ 0-Q-0.01 0.01 125 235 45 10 001 40 0.004 2 §285.00
20V0-Q-0.1 01 125 26 43 10 01 40 0.040 2 165.00
2000-Q-0.2 02 125 23 43 10 02 40 0.080 2 165.00
2000-Q-0.5 03 125 3 45 10 05 40 0.1%0 2 165.00
2000-Q-1 1 125 35 45 10 1 40 0.3%0 2 155.00
Closed Both Ends
200C-Q-0.01 0.01 235 235 45 8 001 40 0.003 2 $285.00
2C-Q-0.1 0.1 25 26 45 ] 01 40 0.030 2 165.00
2C-Q-0.2 02 125 27 45 ] 0.2 40 0.060 2 165.00
2NC-Q-0.5 03 125 3 43 g 0.5 40 0.150 2 165.00
2C-Q-1 1 125 35 43 g 1 40 0.310 2 155.00

Click here to ordeonline!
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Cell Types 48 and 49 are designed for use in
various applications where a flow cell with a small
path length and a large window surface area 1s
needed Flow tubes are fused to the front window —
of the cell, in the case of Type 49, the removable ==
window. The cells will fit any spectrophotome-

ter which can accommodate a normal cell with a Type 48
40mm path length. This allows infroduction of the Side View
inlet/outlet tubes parallel to the light beam. The  -Secten
Type 48 is a fully fused cell.

The demountable cells Type 49, with remov- ==
able window, must be held together when being
used. Cell holder Type CH-2049, shown below, I
is designed for this purpose. These cells may be o-'fem
taken apart for easy cleaning. This cell design is '
especially useful for opaque or viscose solutions.
The cell consists of one fully fused component
combining one window and the sides of the cell
which forms the path length. The other window is
separate and the cell can therefore be taken apart
for cleaning. The cell wall and the removable ol : /
window are polished so flat that the two will form
a seal when pl:aced in contact. Viscous and aque- Type 49 é? 9 9 0
ous samples will allow the best seal to be formed.  side View
organic solvents will creep into the seal areafora  X-Section
less reliable seal.
= A}
Cell Holder Y ‘\ ’1352:9 n;:: T};:mw ]:?m?
This cell holder is designed to lightly
clamp these cells in a vertical orientation
for use in a standard instrument cell hold-
er Exterior dimensions are 125x125x
52mm. The base is 9mm thick. Flow cell Tubulation dimensions:
oD D Length
Cat. No Description Price, each 01> 4 2mm 2.0mm 16mm
CH-2049 Cell holder $ 69.00
Catalog Path Length Exterior, mm Sample Chamber, mm Volume Polished Price
Number mm Width Length Height Width Length Height in ml Windows per cell
Spectrosil® Far UV Quartz windows, Useable range: 170 to 2700 nmn
48-Q-0.1 0.1 125 26 45 8 0.1 40 0.030 2 $255.00
48-Q-0.2 0.2 125 2.7 45 8 0.2 40 0.060 2 255.00
48-Q-0.5 05 125 3 45 8 0.5 40 0.150 2 255.00
48-Q-1 1 125 35 45 8 1 40 0.300 2 245.00
48-Q-2 2 125 43 45 8 2 40 0.600 2 245.00
48-Q-5 5 125 75 45 8 5 40 1.560 2 245.00
Spectrosil® Far UV Quartsz windows, Useable range: 170 to 2700 nm
49-Q-0.1 0.1 125 26 45 8 0.1 40 0.030 2 § 255.00
49-Q-0.2 0.2 125 27 45 8 02 40 0.060 2 255.00
49-Q-0.5 05 125 3 45 8 05 40 0.150 2 255.00
49-Q-1 1 125 35 45 8 1 40 0.300 2 245.00
49-Q-2 2 125 45 45 8 2 40 0.600 2 245.00
49-Q-5 5 125 75 45 8 5 40 1.560 2 245.00
Click here to ordeBtyle 48online! Click here to order Style 49 online!

Shop.Spectrecology.com Free Shipping UPS ground&pectreology.com
Money Back Guarantee 72.230.1697 info@spectrecology.com
*** Miniature fiber optic spectrometers, UVWVIS, NIR and IR, chemical sensors & more **
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Type 71 Standard, and 72 Semi-Micro senes flow
cells are suitable for use with mstruments which
have either 8.5 or 15 mm 'Z' dimensions, where the
volume of the sample available is not a critical factor.

Type 46 Standard and 47 Semi-Micro are for in-line

continuous flow type applications. Samples normally
flow from the bottom to the top.

Type 71 Type 71B
10mm 10mm
Flow cell Tubulation dimensions:
oD D Length
10
s 3.5mm 2.2mm 10mm

Catalog Path Length Exterior, mm Sample Chamber, mm 487§ Nominal Polished Price

Number mm Width Length Height Width Length Height mm Volml Windows per cell
5pctrrosr'f’f' Far UV Ouartz windows, Useable range: 170 to 2700 mmStandard in-Line
46-Q-10 10 125 125 45 10 10 40 fits all 4.000 2 $215.00

Semi-Micro in-Line
47-Q-10 10 125 125 45 4 10 40 fits all 1.600 2 $375.00
Catalog Path Length Exterior, mm Sample Chamber, mm 481 "8 Nominal Polished Price
Number mm Width Length Height Width Length Height mm Vol. ml  Windows per cell
Spectrosil® Far UV Quartz windows, Useable range: 170 to 2700 nm Clear Walls
71-Q-10 10 125 125 48 7 10 40 fits all 3.000 2 $399.00
72-Q-10 10 125 125 48 - 10 40 fits all 1.800 2 399.00
Black Walls, Self Masking

71B-Q-1 1 125 125 48 7 1 40 fits all 0.300 2 $535.00
71B-Q-10 10 125 125 48 7 10 40 fits all 3.000 2 429.00
72B-Q-1 1 125 125 48 - 1 40 fits all 0.180 2 585.00
72B-Q-10 10 125 125 48 4 10 40 fits all 1.800 2 429.00

Click here to orde$tyle 71online! Click here to order Styk6 &47 online!

Shop.Spectrecology.com Free Shipping UPS ground&pectreology.com
Money Back Guarantee 72.230.1697 info@spectrecology.com
*** Miniature fiber optic spectrometers, UVWVIS, NIR and IR, chemical sensors & more **
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M6 Tj;readed F].OW CCHS 'Z' Dimension per Instrument
Manufacturer: 'Z' Dimension:
The fully fused Far UV quartz flow cell body mounted tn a Agﬂents' 15 mm
threaded anodized aluminum jacket. The aluminum exterlor Beckman® 8.5 mm
has internally threaded (M6 threading) inlet/outlet ports Into Bio-Rad® 8.5 mm
which the PTFE flow tubes are connected. This allows fora Eppendori® 8.5 mm
tight seal between the Inlet/outlet tubes and the flow cell body GBC® 15 mm
while making connections very easy to change. All cells and Hewlett Packard® 15 mm
tubing connectlons are tested to 5 bar pressure (75 psi). Hitachi® varies by instrument
Jasco® 12 mm
The extertor dimensions of the flow cells are made to Inter- Ocean Optics® 15 mm
national standards which should allow their use with com- Perkin-Elmer® 15 mm
monly available commerctal instruments. Almost any UV/Vis Pharmacia® 15 mm
spectrophotometer has a cell holder which will work with the Shimadzu® 15 mm
flow cells having a pathlength of 10mm or less. For pathlengths StellarNet® 15 mm
greater than 10mm consult your instrument handbook for the Thermo Spectronic® 8.5 and 15 mm
correct cell holder to use from your Instrument manufacturer. Turner® $5mm
Varian® 20 mm
Cut away showing M6
M6 Flow cell Tubulation dimensions: threaded connectors

OD:1.6mm  ID:lmm Length: 400mm

Flow Cells, Medium Aperture

The Type 583.4 sertes of flow cells are designed to fit most spectrophotometers and are
avallable In most 'Z' dtmensions. They have a rectangular window In a black self mask-
Ing configuration and are widely used for many standard applications incdluding Tablet
dissolution. The sample chamber width 1s 4mm and Is avatlable with path lengths of
5, 10, 20, 40, 50, and 100mm. The inlet and outlet tubes are connected Into the flow
cell with a M6 threaded connector. The PTFE tubing has an outer diameter of about
1.6mm and an (nner diameter of about Imm. The length of the tubing Is approximately
400mm. Each cell is supplied with an inlet and an outlet tube. Extra tubing sets may
be purchased.

Catalog Path Length Exterior, mm Sample Chamber, mm vasr o8 Nominal Polished Price
Number mm Width Length Height Width Length Height 8 Vol.ml Windows per cell
Spectrosil’ Far UV Quartz window, Useable range: 170 to 2700 nm

583.4-Q-5/Z8.5 5 125 125 35 4 5 11 85 0.225 2 §$499.00
5834-Q-10WZ8.5 10 125 125 35 4 10 11 85 0.450 2 375.00
583.4-Q-20/Z8.5 20 125 125 35 - 20 11 85 0.900 2 645.00
5834-Q40/Z8.5 40 125 125 35 - 40 11 85 1.800 2 779.00
583.4-Q-50VZ8.5 50 125 125 35 - 50 11 85 2250 2 895.00
5834-Q-100/Z8.5 100 125 125 35 4 100 11 85 4.500 2 1,309.00
5834-Q-5/Z15 5 125 125 35 - 5 11 15 0.225 2 §499.00
583.4-Q-10vZ15 10 125 125 35 4 10 11 15 0450 2 375.00
5834-Q-20VZ15 20 125 125 35 4 20 11 15 0.500 2 645.00
583.4-Q40/Z15 40 125 125 35 S 40 11 15 1.800 2 779.00
5834-Q-50VZ15 50 12.5 125 35 - 50 11 15 2250 2 §95.00
583.4-Q-100/Z15 100 125 125 35 4 100 11 15 4.500 2 1,309.00
583.4-Q-5/Z20 3 125 125 35 - 5 11 20 0225 2 499.00
583.4-Q-10Z20 10 125 125 35 - 10 11 20 0450 2 375.00
583.4-Q-20vZ20 20 125 125 35 4 20 11 20 0.500 2 645.00
5834-Q40VZ20 40 125 125 35 4 40 11 20 1.800 2 779.00
583.4-Q-50/Z20 50 125 125 35 - 30 11 20 2250 2 §95.00
583.4-Q-100/Z20 100 12.5 125 35 - 100 11 20 4.500 2 1,309.00
M6-SET Set of extra inlet/outlet tubes with M6 connectors (two tubes per set) $69.00

Click here to order online!

Shop.Spectrecology.com Free Shipping UPS ground&pectreology.com
Money Back Guarantee 72.230.1697 info@spectrecology.com
*** Miniature fiber optic spectrometers, UWIS, NIR and IR, chemical sensors & more **
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Flow Cells, Wide Aperture

The Type 583.65 sertes of flow
cells have a wide aperture (6.5mm)
that are optimized for Instruments
with a wide light beam. They

have a rectangular window In a !
black self masking conflguration
and are widely used for many stan-
dard applications Including Tablet

Cm==

dissolution. The sample chamber
width of 6.5mm fs avatlable with
path lengths of 0.1, 0.2, 0.5, 1, 2,
5, 10, 20, 40, 50, and 100mm. The
inlet and outlet tubes are con-
nected Into the flow cell with a M6
threaded connector. The PTFE
tubing has an outer diameter of
about 1.6mm and an inner dtam-
eter of about Imm. The length
of the tubing Is approximately
400mm. Each cell is supplied with
an inlet and an outlet tube. Extra
tubing sets may be purchased.

!
./

Catalog Path Length Exterior, mm Sample Chamber, mm 743», .8 Nominal Polished Price
Number mm Width Length Height Width Length Height mm Vol. ml Windows per cell
Spectrosil® Far UV Quartz window, Useable range: 170 to 2700 nm

583.65-Q-0.1'Z13 0.1 125 125 35 6.3 01 11 15 0.029 2 $715.00
583.65-Q-0.27Z15 0.2 125 125 35 6.5 02 11 15 0.036 2 715.00
583.65-Q-0.5/Z15 0.5 125 125 35 6.3 03 11 15 0.072 2 665.00
583.65.-Q-1'Z15 1 12.5 125 35 6.5 1 11 15 0.072 2 519.00
583.65-Q-2/Z15 2 125 125 35 6.5 2 11 15 0.290 2 509.00
583.65-Q-5/Z15 5 125 125 35 6.5 5 11 15 0.360 2 455.00
583.65-Q-10/Z15 10 125 125 35 65 10 11 15 0.420 2 389.00
583.65-Q-20/Z15 20 125 225 35 6.3 20 11 15 1.400 2 589.00
583.65-Q40/Z1% 40 125 425 35 6.5 40 11 15 2.900 2 789.00
583.65-Q-30/Z15 30 125 525 35 6.5 30 11 15 3.600 2 905.00
583.65-Q-100/Z15 100 125 1025 35 65 100 11 15 7.200 2 1.219.00
583.65-Q-0.1'Z20 0.1 125 125 40 6.5 0.1 11 20 0.02% 2 $715.00
583.65-Q-0.2/Z20 0.2 125 125 40 6.5 02 11 20 0.036 2 715.00
583.65-Q-0.5/Z220 0.5 125 125 40 6.3 05 11 20 0.072 2 669.00
583.65.-Q-1'Z20 1 12.5 125 40 6.5 1 11 20 0.072 2 519.00
583.65-Q-2/Z20 2 125 125 40 6.3 2 11 20 0.290 2 509.00
583.65-Q-5/Z220 5 125 125 40 6.5 5 11 20 0.360 2 455.00
583.65-Q-10/Z20 10 125 125 40 6.5 10 11 20 0.420 2 389.00
583.65-Q-20/Z20 20 125 225 40 6.5 20 11 20 1.400 2 589.00
583.65-Q40/Z20 40 125 425 40 6.5 40 11 20 2.900 2 789.00
583.65-Q-30/Z20 50 125 525 40 6.5 30 11 20 3.600 2 905.00
583.65-Q-100/Z20 100 125 1025 40 6.5 100 11 20 7.200 2 1219.00
M6-SET Set of extra inlet/outlet fubes with M6 connectors (two tubes per set) $69.00

Click here to ordeftyle 583.6®nline!

Shop.Spectrecology.com Free Shipping UPS ground&pectreology.com
Money Back Guarantee 72.230.1697 info@spectrecology.com
*** Miniature fiber optic spectrometers, UWIS, NIR and IR, chemical sensors & more **
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Flow Cells, Wide AErturei short window

The Type 583.65.65 serles of flow cells have a wide aperture (6.5mm)
and a smaller sample size. They have a rectangular window In a black
sell masking configuration and are widely used for many standard
applications Including Tablet dissolution. The sample chamber width
of 6.5mm Is avatlable with path lengths of 1, 2, 5, 10mm. The inlet and
outlet tubes are connected Into the flow cell with a M6 threaded con-
nector. The PTFE tubing has an outer diameter of about 1.6mm and
an Inner diameter of about Imm. The length of the tubing Is approxi-
mately 400mm. Each cell ts supplted with an inlet and an outlet tube.
Extra tubing sets may be purchased.

Catalog Path Length Exterior, mm Sample Chamber, mm w40y .8 Nominal Polished Price
Number mm Vidth Length Height idth Length Height mm Vol. ml Windows per cell
Spectrosil™ Far UV Quartz window, Useable range: 170 to 2700 nm

583.65.65-Q-1Z15 1 125: 1235 35 6.5 1 11 15 0.072 2 $515.00
583.65.65-Q-2/Z15 2 125 125 35 6.5 2 11 15 0.290 2 509.00
583.65.65-Q-3/Z15 5 125 125 35 6.5 5 11 15 0.360 2 455.00
583.65.65-Q-10/Z15 10 125 1235 35 6.5 10 11 15 0.420 2 389.00
583.65.65-Q-VZ20 1 125 1235 40 6.3 1 i1 20 0.072 2 $515.00
583.65.65-Q-2/Z20 2 125 125 40 6.5 2 11 20 0.290 2 509.00
583.65.65-Q-5/Z20 5 125 125 40 6.5 5 i1 20 0.360 2 455.00
583.65.65-Q-10/Z20 10 125 125 40 65 10 11 20 0.420 2 389.00
M6-SET Set of extra inlet/outlet tubes with M6 connectors (two tubes per sef) $69.00

Flow Cells, Short Path Length

This series of flow cell 1s typified by a tall sample compartment with a window height
of 17.5mm for use In both 8.5 and 15mm 'Z' dimension situations. Path lengths as
short as 0.01mm are available in this range. Smooth flow charactenistics at very short U
path lengths are achieved with a bypass facility at each side of the window which also
avoids increased pressure in the cell and helps to minimize air bubbles. The width of
the sample chamber is 4mm. The PTFE inlet and outlet tubes are connected into the
flow cell with a M6 threaded connector. The tubing has an outer diameter of about
1.6mm and an inner diameter of about Imm_ The length of the tubing is approximately
400mm. Each cell is supplied with an inlet and an outlet tube. Exfra tubing sets may

be purchased.
Catalog Path Length Exterior, mm Sample Chamber, mm  [“48»° "8 Nominal Polished Price
Number mm Vidth Length Height Width Length Height mm Vol. ml Windows  per cell
Specrrosil® Far UV Quartz window, Useable range: 170 to 2700 nm
584.4-Q-0.01 0.01 125 125 35 4 001 175 85&15 0.036 2 $755.00
584.4-Q-0.05 0.05 125 125 35 4 005 175 85&15 0.039 2 715.00
384.4-Q-0.1 0.1 125 25 35 4 0.1 17.5 85&15 0.041 2 645.00
584.4-Q-0.2 02 12.5 125 35 4 02 17.5 85&15 0.047 2 645.00
384.4-Q-0.5 05 125 125 35 4 05 175 85&15 0.095 2 645.00
584.4-Q-1 1 125 125 35 4 1 17.5 85&15 0.120 2 505.00
584.4-Q-2 2 125 25 35 4 2 17.5 85&15 0240 2 505.00
M6-SET Set of extra inlet/outlet tubes with M6 connectors (two fubes per set) $ 69.00

Click here to ordestyle 583.65.6 online! Click here to order Style 584.4 online!

Shop.Spectrecology.com Free Shipping UPS ground&pectreology.com
Money Back Guarantee 72.230.1697 info@spectrecology.com
*** Miniature fiber optic spectrometers, UWIS, NIR and IR, chemical sensors & more **
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Flow Cells, Ultra-micro, round aperture

Type 585.1 and 585.15 are designed to optimize a very small sample vol-
ume by using a cylindrical sample chamber with a very small diameter. The
diameter of the aperture on the 385.1 series of flow cells is 1 mm and the
aperture on the 585.15 senies 1s 1.5mm_ The choice of the correct 'Z' dimen-
sion for your instrument is cntical as you must ensure that the light beam of
the instrument passes through the sample chamber of the cell. The cell is
designed with a threaded jacket which will accept M6 threaded connectors.
Available 'Z' Dimensions are 8.5, 15 {cell height 35mm) and 20mm (cell

[l

height 40mm).

Catalog Path Length Exterior, mm Sample Chamber, mm 245578 Nominal Polished Price

Number mm Width Length Height Diameter @ Length mo Vol. ml Windows  per cell

Special Optical Glass windows. Useable range: 320 to 2500 nmn M6 Threaded Jacket

585.1-S0G-10Z85 10 12,5 125 35 1 10 85 0.008 2 $325.00

585.15-SOG-10/Z8.5 10 125 125 35 15 10 85 0.018 2 325.00

585.1-SOG-10Z15 10 125 125 35 1 10 15 0.008 2 325.00

585.15-SOG-10/Z15 10 125 125 35 15 10 15 0.018 2 325.00

585.1-S0G-10Z20 10 125 125 40 1 10 20 0.008 2 325.00

585.15-SOG-10/Z20 10 125 125 40 15 10 20 0018 2 325.00

Spectrosil® Far UV Quarts windows, Useable range: 170 to 2700 nm M6 Threaded Jacket

585.1-Q-10/Z8.5 10 12.5 125 35 1 10 85 0.008 2 $425.00

585.15-Q-10/Z8.5 10 125 125 35 15 10 85 0.008 2 425.00

585.1-Q-10/Z15 10 125 125 35 1 10 15 0.008 2 425.00

585.15-Q-10/Z15 10 12.5 125 35 15 10 15 0.008 2 425.00

585.1-Q-10/Z20 10 125 125 40 1 10 20 0.008 2 425.00

585.15-Q-10/Z20 10 125 125 40 15 10 20 0.008 2 425.00

Flow Cells, Sub-micro, round aperture

Type 585.2 is designed to optimize a small sample volume by using a cylin-

drical sample chamber with a small diameter. The diameter of the aperture

on the 385.2 series of flow cells is 2 mm. The choice of the correct "Z'

dimension for your instrument is critical as you must ensure that the light

beam of the instrument passes through the sample chamber of the cell. The

cell is designed with a threaded jacket which will accept M6 threaded con-

nectors. Available 'Z' Dimensions are 8.5, 15 (cell height 35mm) and 20mm

(cell height 40mm).

Catalog Path Length Exterior, mm Sample Chamber, mm 740 1.8 Nominal Pohshed

Number mm Width Length Height Diameter @ Length mm Vol. ml Windows per ce]l

Special Opfical Glass windows, Useable range: 320 to 2500 nmn Mo Threaded Jacket

585.2-S0G-10/Z8.5 10 125 125 35 2 10 85 0.032 2 $ 295.00

585.2-SOG-10/Z15 10 125 125 35 2 10 15 0.032 2 299.00

585.2-SOG-10/Z20 10 125 125 40 2 10 20 0.032 2 299.00

Spectrosit® Far UV Quartz windows, Useable range: 170 to "'00 nmn M6 Threaded Jacket

~8< 2-Q-10/Z8.5 10 125 125 35 2 10 85 0.032 2 $ 385.00
5.2-Q-10/Z15 10 125 125 35 2 10 15 0.032 2 385.00

SSS.Z-Q-IOIZZO 10 125 1235 40 2 10 20 0.032 2 385.00

Click here to ordeb85.2 styleonline! Click here to order 585.1 style cuvettes!

Shop.Spectrecology.com Free Shipping UPS ground&pectreology.com
Money Back Guarantee 72.230.1697 info@spectrecology.com
*** Miniature fiber optic spectrometers, UWIS, NIR and IR, chemical sensors & more **
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Click here to ordeonline!

Shop.Spectrecology.com Free Shipping UPS ground&pectreology.com

Money Back Guarantee 72.230.1697 info@spectrecology.com
*** Miniature fiber optic spectrometers, UWIS, NIR and IR, chemical sensors & more **
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